
 

 

  

 
 

 

Installation manual Ventura  Advanced External  Ecu  for  BMW 330e engine 

Please raise up the plastick engine cover in the direction of the 4 red-arrows. 



 
 

 

 

 
 

 

 

In the Green circle  you find the Turbo-pressure 1 ,in the Blue circle you find Turbo-pressure 2 

In the  Red circle you find the fuel pressure, in the yellow circle you find the camshaft. 

Please release Turbo-sensor 1, pull the grey clip of the connector back in the direction of the red 

arrow. Then pull down they grey clip to release the connector. Now put between the 2 tuning connectors 



 
 

 

 

 

Please release Turbo-sensor 2, pull the grey clip of the connector back in the direction of the red 

arrow. Then pull down the grey clip to release the connector. Now put between the 2 tuning connectors. 
 

Please release Fuel pressure-sensor 1, pull the dark grey clip of the connector back in the direction 

of the red arrow. Then pull down they grey clip to release the connector. 
Now put between the 2 tuning connector. 



 
 

 

 

 

 

Please release the Camshaft sensor, pull the grey clip of the connector back in the direction of the 

red arrow. Then pull down they grey clip to release the connector. 
Now put between the 2 tuning connector. 
 

 

In the red square we advice to install our advanced external ecu. 


